
LED / Focus configuration 1 CREE Power Chip / Sliding Hyperfocus™ Lens

Case Material / Surface Treatment Anodized, High Strength Aluminium

Case Color Anthracite Dark Grey

Switch
Quality Tested Switch System At Rear
Constant / Momentary Light/ Reduced Light

Dimensions L = 116 mm, ø = 26 mm

Weight incl. battery 80 g

Tightness Splash Waterproof IPx4

Temperature -20° C to +50° C

Built in DC / DC Controller YES (Constant Current Control / Reduced Output)

Standard Power Source 1 x AA Alcaline or NiMh

Compatible with rechargeable cells YES 

Beam / Distance Variable Spot <> Floodlight < 145 Meters

Luminous Flux High: 120 Lumens / Reduced: 30 Lumens

Lighting Time < 8 hours

Accessories included
Hyper Focus™
Pro. Quality Pouch with Velcro and Press Stud
Manual

EAN-Code 57 04049 90046 2

Customs Tariff Number 8513 1000

Packaging Gift Box

Single Box Content / Size / Weight 1 pcs, 17 x 12.6 x 3.6 cm / 248 g

Sales Box Content / Size / Weight 6 pcs, 26 x 17.8 x 11.6 cm/ 1.6 kg

Master Box Content / Size / Weight 36 pcs, 37.6 x 28 x 36.8 / 11.2 kg

Order’s Adress info@suprabeam.com

Part No. 900.020
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